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Unit Information Service Information

UNIT: 06206

Equip Make:

Equip Model:

Equip Serial:

Component:

CHEVROLET

CORVETTE_CHEVROLET

JEFFSCORVETTE

GASOLINE ENGINE

Warranty Expiry Date:

Comp Make:

Comp Model:

Comp Serial:

Service Interval:

Customer Comments:Work Order No:

Job Site:

Branch:

Default

Evaluation Code Recommendation

Date

Lab NumberA

Days to reach Lab Interpreted By Analyzed By Label Number

Normal 14/10/16 N030-46294-0079

Dallas Livingston dlivingston 45862656

Evaluation Code Recommendation Date Lab Number

Days to reach Lab Interpreted By Analyzed By Label Number

Evaluation SMU CMU Oil

Hours 

Sample

Date

Received

Date

Oil

Brand

Oil

Grade

Na

Sodium

K

Potassium

Si

Silicon

Al

Aluminum

Fe

Iron

Cr

Chromium

Pb

Lead

Cu

Copper

Sn

Tin

Ni Ag Ti

Sample Reading

Condition satisfactory, continue sampling at the recommended interval.

Baseline

Nickel

Oil

Chg Silver Titanium

V

Vanadium

ST

Soot

OXI

Oxidation

SUL

Sulfation

Sampled Site: Default

Filter

Chg

A 50000 50,000 1,500 14/10/16 20/10/16 MOBIL 5W-30 1 2 9 1 29 3 6 2 <0 1 <0 9Y <0 0 10 15Y

NIT

Nitration

Zn

Zinc

Sample Reading
Ca

Calcium

Mg

Magnesium

Ba

Barium

B

Boron

Mo

Molybdenu

P

Phosphoru

V100

Viscosity a

V40

Viscosity a

F

Fuel

W

Water

% Water

Percent W

% Fuel

Percent Fu

GLY

GLY

8 806 1082 795 0 75 704 10.673 57.8 NT N 0.00 0.0 NT
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A C XBNo Action Required Monitor Action Required Urgent Action Required

P - Positive T - Trace N - Negative NR - Not Required NT - Not Tested


